
 
 
 

LESSON 14 AN/FCC-100(V)7 & 9X ACTIVATE  
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STEP OPERATOR ACTION   MESSAGE 

  DISPLAYED 
SELECT 

1 Press the RESTART key.        
2 Press the NEXT ENTRY ⇒  key. 

(Select ACTIVATE using the 
DOWN ⇓  arrow key). 

 ACTIVATE  ACTIVATE 

3 Select A-CONFIG using the 
DOWN ⇓  arrow key. 

 A-CONFIG  A-CONFIG 

4 Select LOC using the DOWN ⇓   
arrow key.  

 LOC 
 

 LOC 

5 Press the STORE key, notice  
that CAUTION is flashing. 
(Select CAUTION using the DOWN ⇓  
arrow key. Notice that ACTIVATE 
is now displayed. 

 “CAUTION” 
 
 “ACTIVATE” 

 CAUTION 

6 Press the STORE key.                              ACTIVATING                   
7 A-CONFIGURATION becomes ACTIVE 

when ACTIVATE SUCCESS is 
displayed. 

 ACTIVATE 
  
 SUCCESS 

 

 
 

 END OF THE AN/FCC-100(V)7 & 9X ACTIVATION OF 
 THE OFFLINE A-CONFIGURATION  

 
 
 
 


